
 
ICSBEP FIVE-YEAR PLAN 

LOS ALAMOS NATIONAL LABORATORY 
IDENTIFIER DRAFT TITLE 

FY-2003 

HEU-MET-INTER-009 Z005/Z006 ZEUS (HEU) Intermediate Energy Spectrum with Iron (Fe) 
HEU-MET-THERM-012 P009 Planet Waste Matrix HEU/Al/Poly (2x2 array) 
HEU-MET-THERM-013 P007/P008 Planet Waste Matrix HEU/Fe/Poly (1x1 array) 15-mil thick Iron 

Plate and 1/16-in thick Iron Plate 
HEU-MET-THERM-014 P006 Planet Waste Matrix HEU/SiO2/Poly (2x2 array) 
HEU-MET-THERM-015 P007/P008 Planet Waste Matrix HEU-Fe (2x2 array) 15-mil thick iron plates 
SPEC-MET-FAST-008 NP001/NP002 Neptunium/HEU Critical (bare) 
 

FY-2004 

HEU-MET-INTER-010 Z007/Z008 ZEUS (HEU) Intermediate Energy Spectrum with Aluminum (Al) 
HEU-MET-INTER-011 SM1 Special Moderator HEU/Graphite 
HEU-MET-INTER-012 SM2 Special Moderator HEU/D2O 
SPEC-MET-FAST-009 NP001/NP002 Neptunium/HEU Critical (natural uranium reflected) 
SUB-SPEC-MET-FAST-001 Bare and Polyethylene-reflected Np-237 Spheres 
 

FY-2005 

PU-MET-INTER-003 Z010/Z011 ZEUS (Pu) Intermediate Energy Spectrum with Graphite (C) 
HEU-MET-INTER-013 P010/P011/P012/P013 3x3 HEU/Si Intermediate Energy Spectrum 
HEU-MET-THERM-016 Z009 HEU/Gd Hastelloy/Poly 
HEU-MET-THERM-017 P010/P011/P012/P013 3x3 HEU/Si Thermal Energy Spectrum 
SUB-U233-MET-INTER-001 U233 ZPPR Plates in the LANL ZEUS Assembly 
SPEC-MET-FAST-010 NP003 Neptunium/HEU/Be Reflected 
 

FY-2006 

PU-MET-INTER-004 SM4/SM5 Pu Reflected with Graphite and D2O 
PU-MET-INTER-005 SM6 Pu Reflected with Beryllium (Be) 
HEU-MET-INTER-014 Z013/Z014 ZEUS (HEU) Intermediate Energy Spectrum with SiO2 

HEU-MET-THERM-018 P016 Planet Waste Matrix HEU/Concrete/Poly (1x1 array) 
 

FY-2007 

PU-MET-INTER-006 Z015/Z016/Z017 ZEUS (Pu) Intermediate Energy Spectrum with Silicon (Si) 
HEU-MET-THERM-019 P014/P015 Hastelloy C/HEU/Poly 
SPEC-MET-FAST-011 NP004/NP005 Neptunium/HEU Reflected with Poly and Beryllium 
SPEC-MET-FAST-012 NP006 Neptunium Reflected with Tungsten 

 
 Others May Include Some of the Following Existing Experiments 
SPEC-MET-FAST-005 Replacement Measurements Performed with Am-241 
SPEC-MET-FAST-006 Replacement Measurements Performed with Am-243 

 
 


